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Thank you for your purchase of the DIC SC-7000Z high-performance desoldering tool as one of your service instru-
ments. We hope that the use of our quality product will give you satisfaction for years 1o come.To get the maximum
performance, please note the following instructions before operating the tool. This basic technical shaet will help you
to better understand the features, advantage, and maintenance necessary to keep the tool functionimg efficient.
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Plug the power cord into an elecirical outlet. Then set the power switch located on the bottom of handgrip to

"W position and it will warm up in a few minutes.

NOTE;

al When SC-r000Z is operaated for the first time, fumes may develop in the area of the heater hobder. But this is
normal because it is caused by the protective coating .

B} Chack thal the filter cartridge |5 in a proper position and direction.

Sel the temperature controd knob to suit the application. For standard suction procedures, it is advisable to choose a

position between 330°C and 420°C. When working on multilayer P.C.B, the most satisfactory results will be obtained
al temperatures ranging fron 430°C to approx. 450°C

To remove the solder around any lead-wire of a given components, simply place and insert the bore of the suction
fip owver the wire-end, and at the solder melting, gentily pull the vacuum irigger switch to allow the pumg 19 suck
the melting solder away.

The removed solder will gradually accumulate in the filter cartridge and should be removed with tweezers from fime
163 tirme,

. When the white felt in the filter cartridge becomes dirty, the suction effect of the system will decrease, It is

recommendsd that the filter cartridge be changed when one-fourth or one-halt of the filter shows a build wp of
impurities,

11 the bore of the suction tip becomes clopged with flux and,/or solder and causes a decrease in suction performance,

it will b necessary to clear the channel, using the cleaning pin set.

NOTE: The instrumant is deliverad with a cleaning pin set composed of 3 different diameter pins to be used accoring
to the suction tip sizes. Each cleaning pin has a long and & short size. Use the short pin first, then followed by the
long pin.

. After a working session. clear the bore of any flux and/or solder residuals, then, set the operating mode lever to

the hot-blow position 1o clean the tip completely. Your tool will now be ready to proceed with your next job.

. The indicator lamp™ will go on when the heater is on. As the temperature of the tip is higher, so it will be early

deteriorated. Lower the temperature when it is in the waiting situation.






